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SPECIFICATION 

Power 2W
Rated Input Voltage(V) AC230V
Frequency 50/60Hz
Input Voltage AC220-240V
Efficiency -
Total Load Wattage 2W 0.5W
Rated Input Current <0.02A
Full Load Output Voltage -
Rated Output Current -
Output Current Range -
Power Tolerance 5%
Current Output Tolerance 5%

Hold Time
10S/1min/5min/10min 
/15min/25min/30min

Detection Distance 2m/5m/8m/10m
Daylight Sensor 10/20/50/100/200/300/500LUX

1. Turn off power supply before installation or before
doing any maintenance work.

2. Avoid installing any luminaire near a heat source.

3. Avoid exceed the nominal supply voltage and
amperage ratings.

4. Take care not to pull any electrical wires during
unpacking as this may damage the connection.

5. To avoid personal injury or damage to the fitting,
please ensure that power leads and screws are
secure before connecting the power.

6. Please keep instructions for future reference.

SAFETY INSTRUCTIONS 

Please read all the instructions carefully before 
installing or using this product:
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WARNING

1. Switch Power OFF before installation
2. Switch Power ON only after completing installation and inspecting the circuit
3. This fitting should be installed by a qualified electrician

SAVE LIGHT

Scan for 
Installation Videos
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SENSOR INFORMATION

DEFAULT SETTING DETECTION RANGE SETTING (SENSITIVITY) 

TIME SETTING PHOTOCELL / DAYLIGHT DETECTION SETTING  

(No Factory Pre Sets) 



STEP 1) 

Set the setting on the sensor as per 
your requirements. 

(microwave and photocell module) 

STEP 2) 

Remove the bezel and lamp 
from the body 

STEP 3) 

Disconnect the connector from 
the driver to the terminal block 

STEP  4)

Align the screw holes on the sensor module onto the two screw holes near the labelled Sensor Module area
And screw down the sensor down.  

STEP 6 ) 
Connect the male connector from 
sensor module to the female connector 
of the push fit terminal block 

STEP 5) 

Connect the female connector from the sensor to the male connector onto the driver 
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STEP 7)

BEFORE STEP 7 - ENSURE POWER 
IS SWITCHED OFF

Connect the neutral and live to the 
push fit terminal block and switch live 
when using emergency module to the 
terminal block 

STEP 8) 

Reconnect the black female 
connector from the driver to the lamp 

(Do not connector to the black that 
are labelled  connector Emergency) 



STEP 9)

Align the large hole at the back of the lamp over the sensor aerial

STEP 10) 
Click the lamp down to reattach to the 
body. Both the lamp and body are marked 
with a dot to show how to align them.

STEP 12) 
Turn the power on when ready    

(Please Note: Installing an 
Eyelid Bezel - Make sure eyelid 
does not covering the sensor 
aerial)

(Please Note: Power must be 
turned off in order recognise the 
new settings)

STEP 11)
Twist and lock the bezel to the body 
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